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SI-100C
고정식 가스 감지부

Description
SI-100C 는 산소, 독성 가스 및 가연성 가스를 감지하기 위해 잠재적 가스 위험이 존재하는 장소에 

설치하는 Transmitter type 고정식 가스 감지기 입니다. 표준 4-20mA 아날로그 출력으로 가스 모

니터 수신부에 연결할 수 있습니다.

Key Feature
•  Transmitter type 

•  내압방폭 및 방수방진 구조

•  보정 기능 내장

•  4-20mA 출력으로 장거리 전송 가능

Model SI-100C

Measuring gas Combustible Gas  Toxic Gas Oxygen

Measuring method Catalytic IR Electrochemical cell Galvanic

Measuring range   0~100%LEL  0~100%LEL ref. page 19 0~30%VOL

Sensor life time > 5 years > 2 years > 2 years < 2 years

Response time    <15sec/90% scale <30sec/90% scale ref. page 19 <15sec/90%scale

Resolution   1%LEL  1%LEL ref. page 19 0.1%VOL

Cable/Distance Signal cable: 3-wire > CVVSB 1.5sq or AWG20 Power + Signal cable: 2-wire > CVVSB 1.5sq or AWG20

Measuring type Diffusion Type

Accuracy ±3%/Full scale

Parameter Control Switch(calibration), Admin Console(maintenance, OPTION)

Operation mode display 2-LED(Operating and Zero Cal, Span Cal. LED)

Output signal 4-20mA DC(3wire for combustible gas, 2wire for other gas) 

Conduit connection NPT 3/4" (2way)

Mounting type Wall mount

Setting 1 Switch Interface(Calibration), Console set available(Option)

Remote Set
via Console 
(Zero Calibration, Span Calibration, Calibration Gas Concentration Set, Factory default,4-20mA Calibration, Range Set

Operating temperature -20ºC ~ +55ºC

Operating humidity 5% to 95% RH(Non-condensing)

Operating power 9~34Vdc 600mA

Material Aluminium, Stainless steel(STS304)

Dimensions 102(W) × 137(H) × 87(D)mm

Weight 1.0kg

Option Console

Approval

ATEX  Ex d IIC T5 Gb IP65

CSA (Under certification)

IECEx  Ex d IIC T5 IP65

INMETRO Ex d IIC T5 Gb IP65

KTL Ex d IIC T5 / IP65

Specification


